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Abstract: This paper aims to study the effect of cyclic heating and flowing-water cooling conditions on
the physical properties of granite. Ultrasonic tests, gas measured porosity, permeability, and microscope
observations were conducted on granite after thermal treatment. The results showed that the velocity
of P- and S-waves decreased as the number of thermal cycles increased. The porosity increased
with the number of the thermal cycles attained at 600 ◦ C, while no apparent changes were observed
at 200 and 400 ◦ C. The permeability increased with the increasing number of thermal cycles.
Furthermore, microscope observations showed that degradation of the granite after thermal treatment
was attributed to a large network of microcracks induced by thermal stress. As the number of thermal
cycles increased, the number of transgranular microcracks gradually increased, as well as their length
and width. The quantification of microcracks from cast thin section (CTS) images supported the
visual observation.
Keywords: granite; physical characteristics; cyclic; thermal treatment; water cooling

1. Introduction
Geothermal energy is an important component of renewable energy, and most of the deep
geothermal resource is stored in hot dry rock (HDR) [1]. HDR is defined as a hot and almost waterless
geothermal system. Common HDR systems include granite or other crystalline basement rocks.
Rock temperature varies from 150 to 500 ◦ C at maximum depths of 5–6 km [2,3]. The use of deep
HDR resources will contribute to the mitigation of the environmental pollution caused by traditional
fossil energy [4]. Enhanced geothermal system (EGS) is an effective engineering method to exploit
HDR resources [5,6]. To enhance the permeability of HDR, typical methods include increasing the
heat transfer area and improving the efficiency of the hydraulic fracturing system. During the creation
of the fracture network and the subsequent thermal energy exploitation, water is injected into the
bedrock [7]. Studying the variation of rock physical properties after cyclic thermal treatment with
flowing water cooling can provide a theoretical foundation for the EGS system.
A number of previous studies have conducted experiments to investigate the evolution of the
physical and mechanical properties of the bedrock under temperature variations. Typical factors to
consider include the heating temperature, heating rate, and cooling condition. With increasing
temperature, rock experiences more significant deterioration. Hydraulic properties, such as
porosity [8,9] and permeability [10,11], increase with a rise of the temperature, whereas mechanical
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properties, such as the P-wave velocity [11,12], unconfined compressive strength [7,12–15], tensile
strength [11,16–18], and Young’s modulus [9], decrease with increasing temperature [19]. The different
types of microcracking also have been studied using 2D and 3D observations [20–23]. For example,
thermal damage in Beishan granite subjected to high temperature treatment (from 100 to 800 ◦ C at
different heating rates, ranging from 1 to 15 ◦ C/min) was studied in order to assess thermal effects on
physical and mechanical properties. Results of acoustic emission (AE) monitoring, mechanical and
physical properties measurements all indicated that heating rates had a significant impact on thermal
damage. 5 ◦ C/min was recognized as the critical heating rate for standard samples. Thermal stress
induced by temperature gradients plays an important role in governing the damage in samples treated
at a heating rate above 5 ◦ C/min, at higher heating rates, thermal cracking is dominated by the stress
concentrations caused by high thermal gradients [24,25]. Additionally, these physical and mechanical
characteristics depend on different cooling conditions. Rock degradation caused by rapid cooling
with water cooling or liquid nitrogen cooling was more severe compared with those under slower
cooling such as air cooling, or cooling in a furnace [26–28]. Other rock types encountered in EGS
projects, such as sandstone, have shown a similar trend [29–32]. The initial permeability of sandstone
under certain pressure conditions was found to increased nonlinearly with the increase in temperature.
Moreover, unconfined compressive strength and elastic parameters (i.e., elastic modulus and Poisson’s
ratio) of calcarenite decreased as the temperature was increased from 105 to 600 ◦ C [33].
Many previous studies have investigated rock damage after a single heating and cooling treatment,
however, few have considered the effect of cyclic treatments. Gräf studied the effects of cyclic
thermal-heating treatment on the thermal expansion behavior of granite, however, the heating
temperature and the number of treatment cycles were limited [34]. Mahmutoglu investigated the effect
of thermal cycles on the mechanical behavior of marble and Buchberger sandstone. The results of
unconfined compression, Brazilian and “Continuous Failure State” triaxial tests, pointed out that all
of the mechanical parameters decreased gradually with an increasing number of heating cycles [35].
Additionally, Rong et al. studied the effect of thermal cycles on marble and granite subjected to air
cooling on P-waves, stress–strain relationships, and acoustic emissions. The results revealed that
thermal cyclic loading weakens the mechanical properties of the rock [36]. Furthermore, Wu et al.
studied the effects of thermal cycles on the density, permeability, and unconfined compressive strength
of granite subjected to liquid nitrogen cooling. Liquid nitrogen cooling was found to have a greater effect
on the physical and mechanical properties of granite than air cooling [37]. Previous literature has also
revealed that microcracks influence the physical and mechanical characteristics of the rock. Research
has also quantified the microscopic responses of rock, particularly microcracking [38], to such processes.
Considering that water is the most common fluid used to extract thermal energy from HDR, in this
experimental study, we investigate the effects of cyclic heating and water cooling on the physical and
mechanical properties of granite, including a quantitative analysis of the resulting microcracks.
2. Materials and Methodology
2.1. Rock Samples
Granite was selected as the experimental material in our study. The samples were fine-grained
granite with a grain size ranging from 0.5 to 1.5 mm (Chinese granite G655), which were collected from
an outcrop located in Zhangzhou, Fujian, China (117.86◦ E, 24.83◦ N). No fissures were observed in the
original rock. Two shapes of granite specimens were used: cylinders with the dimensions of 25 mm in
diameter and 50 mm in length and discs with the dimensions of 25 mm in diameter and 10 mm in
thickness (Figure 1). The mineralogy of the granite is described in Section 3.4.
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Figure 1. Photographs of the rock specimens.
Figure 1. Photographs of the rock specimens.
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Figure 2. Schematic diagram of the heating and cooling process.
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Figure 4. Schematic of the porosity and permeability measurement system.
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Figure 11. Typical P- and S wave forms recorded and used to determine velocities. (a) P-wave form.
(b) S-wave form.
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The microscopic observations of A31 (no thermal treatment) are shown in Figure 13. The granite
Anorthosite is 578 µm in length and 251 µm in width. Quartz is 458 µm in length and 243 µm in
is mainly composed of feldspar, quartz, and biotite with a small amount of pyroxene and magnetite.
width. Clear boundaries were observed between mineral grains (Figure 13b). No blue epoxy was not
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width. Clear boundaries were observed between mineral grains (Figure 13b). No blue epoxy was not
observed in the plane-polarized image (Figure 13a), indicating that the granite has negligible
porosity.

Figure 13. Polarized micrographs of granite without thermal treatment. (a) Plane polarized image;
Figure 13. Polarized micrographs of granite without thermal treatment. (a) Plane polarized image; (b)
(b) cross polarized image. Qtz—Quartz; An—Anorthite; Bt—Biotite; Px—Pyroxene; Mag—Magnetite.
cross polarized image. Qtz—Quartz; An—Anorthite; Bt—Biotite; Px—Pyroxene; Mag—Magnetite.

Figure 14 presents the CTS observation results for the granite after one thermal cycle at 600 °C.
The mineral grains and the associated microcracks are clearly affected by thermal treatment. Two
types of microcracks were observed: grain boundary microcracks, transgranular microcracks
(including intracrystalline microcracks) [12]. Grain boundary microcracks describe the microcracks
developed at the boundary between different minerals, whereas transgranular microcracks are those
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Figure
Polarized micrographs of granite without thermal treatment. (a) Plane polarized image; (b)

cross polarized image. Qtz—Quartz; An—Anorthite; Bt—Biotite; Px—Pyroxene; Mag—Magnetite.

Figure 14 presents the CTS observation results for the granite after one thermal cycle at 600 ◦ C.
Figure 14 presents the CTS observation results for the granite after one thermal cycle at 600 °C.
The mineral grains and the associated microcracks are clearly affected by thermal treatment. Two types
The mineral grains and the associated microcracks are clearly affected by thermal treatment. Two
of microcracks were observed: grain boundary microcracks, transgranular microcracks (including
types of microcracks were observed: grain boundary microcracks, transgranular microcracks
intracrystalline microcracks) [12]. Grain boundary microcracks describe the microcracks developed at
(including intracrystalline microcracks) [12]. Grain boundary microcracks describe the microcracks
the boundary between different minerals, whereas transgranular microcracks are those developed in
developed at the boundary between different minerals, whereas transgranular microcracks are those
the interior of the mineral grains. These microcracks were predominantly confined within minerals,
developed in the interior of the mineral grains. These microcracks were predominantly confined
with some passing through multiple grains. Occasionally, transgranular microcracks and grain
within minerals, with some passing through multiple grains. Occasionally,
transgranular
boundary microcracks developed connectivity at an angle of approximately 90◦ . Furthermore,
microcracks and grain boundary microcracks developed connectivity at an angle of approximately
the location of the microcracks was related to mineral species. Transgranular microcracks were
90°. Furthermore, the location of the microcracks was related to mineral species. Transgranular
typically developed in feldspar, and the development direction was almost perpendicular to the optical
microcracks were typically developed in feldspar, and the development direction was almost
twin crystal direction of feldspar. Grain boundary microcracks were typically between feldspar and
perpendicular to the optical twin crystal direction of feldspar. Grain boundary microcracks were
quartz, and between feldspar and feldspar [25,40]. Almost no transgranular microcracks were observed
typically between feldspar and quartz, and between feldspar and feldspar [25,40]. Almost no
in biotite.
transgranular microcracks were observed in biotite.

Figure 14. The types and location of granite fracture. (a) Plane polarized image; (b) cross polarized
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For the as
specimen
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500 ◦ C heating
(see Figures 15e and 16e), transgranular microcracks were observed in feldspar. Grain boundary
microcracks also existed but in a smaller proportion than those transgranular microcracks in the
granite subjected to 600 ◦ C. According to the plane-polarized microscope observation, as shown in
Figure 15f (600 ◦ C), abundant grain boundary microcracks were found along feldspar and quartz grains.
Moreover, the transgranular microcracks and grain boundary microcracks occasionally coalesced.
Thermal cycles also had a significant influence on microcrack evolution, especially that of
transgranular. The plane-polarized and cross-polarized photographs of CTS for granite specimens
treated at 600 ◦ C with different numbers of thermal cycles are presented in Figures 17 and 18. With the
increase of thermal cycles, both the length and width of transgranular microcracks increased, as well
as the number of grain boundary microcracks and transgranular microcracks. Figures 17f and 18f
present sample A30, which was subject to 600 ◦ C heating and 16 thermal cycles. The maximal width
of transgranular reached approximately 20 µm. Microcracks were well developed and most mineral
boundaries had grain boundary microcracks. The width of the transgranular microcracks was larger
than that of grain boundary microcracks.
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Figure 15. Plane polarized images of microcracks in granites subjected to different heating
Figure 15. Plane
images
of microcracks
in granites
different
temperatures.
temperatures.
(a)polarized
100
°C; (b)
100
°C;
(c)of
200microcracks
°C; (d)
400 °C; subjected
(e)
500 °C;to
(f)
600 °C;heating
boundary
Figure ◦ 15. Plane
granites
subjected
to1—grain
different
heating
◦polarized
◦images
◦ C; (e) 500 ◦ C;in
◦ C; 1—grain
(a)
100
C;
(b)
100
C;
(c)
200
C;
(d)
400
(f)
600
boundary
microcracks;
microcracks;
2—transgranular
microcracks.
temperatures. (a) 100 °C; (b) 100 °C; (c) 200 °C; (d) 400 °C; (e) 500 °C; (f) 600 °C; 1—grain boundary
2—transgranular microcracks.
microcracks; 2—transgranular microcracks.

Figure 16. Cross polarized images of microcracks for granites subjected to different heating temperatures.
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was larger than that of grain boundary microcracks.

Figure 17. Plane polarized images of microcracks for granites with 600 °C heating temperature
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Figure 18. Cross polarized images of microcracks for granites with 600 ◦ C heating temperature
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3.5. Microcrack Morphology

subjected to different numbers of the thermal cycle. (a) No thermal treatment; (b) 1 cycle; (c) 2 cycles;

(d) 4 granite
cycles; (e)
8 cycles; (f) 16
cycles.
Qtz—Quartz;
An—Anorthose;
Bt—Biotite;
The
morphology
was
analyzed
through
the CTS images
(Figure Px—Pyroxene.
19), which were sorted
according to the microcrack area and arranged vertically. The length of microcracks and the number
of inflexion points increased with the number of thermal cycles (see Figure 19). This implies that
the development and cross-cutting of grain-boundary microcracks and transgranular microcracks
developed and crossed together. Hence, thermal cycles had a substantial influence on high-temperature
granite subjected to water cooling.

The granite morphology was analyzed through the CTS images (Figure 19), which were sorted
according to the microcrack area and arranged vertically. The length of microcracks and the number
of inflexion points increased with the number of thermal cycles (see Figure 19). This implies that the
development and cross-cutting of grain-boundary microcracks and transgranular microcracks
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developed and crossed together. Hence, thermal cycles had a substantial influence on hightemperature granite subjected to water cooling.
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We conducted a statistical analysis of the microcracks area to explore the distribution of pores
We conducted a statistical analysis of the microcracks area to explore the distribution of pores
size. As shown in Figure 20, relative frequency of microcracks descended rapidly from 0.35 to 0.05.
size. As shown in Figure 20, relative frequency of microcracks
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Figure 20. Distribution of microcracks with 600 ◦ C heating temperature and 8 thermal cycles.

Figure 20. Distribution of microcracks with 600 °C heating temperature and 8 thermal cycles.
The results of the CTS image processing are presented in Figure 21. Generally, differences
were The
observed
theimage
porosity
measured
gas permeability
and microscope
resultsbetween
of the CTS
processing
arevia
presented
in Figure measurement
21. Generally, differences
were

observed between the porosity measured via gas permeability measurement and microscope
observations. The latter increased by 3.5 times from one cycle to 16 cycles, which rose from 1.61% to
5.67%. Conversely, the former only increased from 1.73% to 3.42% (Figure 21a). Measurements of
maximum porosity, maximum length, and maximum width tended to increase with a greater number
of thermal cycles (see Figure 21b–d). The line charts revealed that the development of microcracks
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observations. The latter increased by 3.5 times from one cycle to 16 cycles, which rose from 1.61% to
5.67%. Conversely, the former only increased from 1.73% to 3.42% (Figure 21a). Measurements of
maximum porosity, maximum length, and maximum width tended to increase with a greater number
of thermal cycles (see Figure 21b–d). The line charts revealed that the development of microcracks
induced by thermal stress increased with the rise of thermal cycles. The number of measured dendrites
is shown in Figure 22, which also increased with the number of thermal cycles, by almost 13 times to
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Figure 21. Results of the cast thin section (CTS) image processing versus the numbers of the thermal
cycle. (a) Variation of image porosity. (b) Variation maximum image porosity. (c) Variation maximum
Figure 21. Results of the cast thin section (CTS) image processing versus the numbers of the thermal
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Figure 22. Effect of the number of thermal cycles on the number of dendrites.
Figure 22. Effect of the number of thermal cycles on the number of dendrites.

4. Discussion
Porosity and crack density are the most important properties, playing a major role in the
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structural integrity of a rock [30]. They are related to the type and arrangement of mineral grains,
internal pores, and microcracks. High temperature thermal treatment could increase the porosity of
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4. Discussion
Porosity and crack density are the most important properties, playing a major role in the
structural integrity of a rock [30]. They are related to the type and arrangement of mineral grains,
internal pores, and microcracks. High temperature thermal treatment could increase the porosity of
granite. Some researchers reported that 400 ◦ C is a threshold temperature for granite to change its
structure [9,30,41]. Below the threshold temperature, no significant relationship was found between
the porosity of granite and the number of thermal cycles, suggesting that the increasing number of
thermal cycles does not contribute to the propagation of microcracks. However, beyond a temperature
of 600 ◦ C, the increase of cyclic thermal treatment is associated with the increase of rock porosity.
Permeability is in relation to pores and especially fractures. Generally, fractures play an important
role in the percolation capacity. Obviously, the thermal treatments can enhance the permeability of
granite. The permeability is significantly improved as heating temperature rises [11,17,42]. Interestingly,
the porosity at 400 ◦ C was lower than that at 200 ◦ C except after two thermal cycles, whereas the
permeability exhibited the exact opposite trend. This reflected that the enhanced connectivity
between granite microcracks was enhanced. Pore and crack networks facilitated fluid flow through
the specimens, leading to the increased permeability. As a result, it demonstrated reversely that
propagation of microcracks increased with the number of thermal cycles. The number of thermal
cycles also had significant effects on the permeability of granite.
The CTS image processing employed in this study exhibits some limitations. First of all,
the images cannot reveal all microcracks in the sample because of their finite resolution and size.
Secondly, the images are 2D images rather than 3D images; thus, some microcracks cannot be observed
for technical reasons. These two limitations would result in an underestimation of the porosity. Third,
due to the inconsistent blue color of epoxy, some noise pollution is inevitable in the CTS image,
which would lead to an overestimated porosity. Nevertheless, these images still provide useful and
quantitative descriptions of microcracks in the granite.
During the process of heating and cooling, a series of physical and chemical reactions have
occurred in granite (see Figure 23). When the heating temperature exceeded 100 ◦ C, water inclusions
that originally existed in the granite pores due to wettability and capillary force-escaped rock in
the
velocity decreased. The chemical formula for biotite is
n form of gas [8]. As a result, the P-wave
o
K (Mg<0.67 , Fe>0.33 )3 [AlSi3 O13 ](OH)2 . In the temperature range of 300–500 ◦ C, due to the escape
of crystal water and dissociation of the H+ and OH− (the existing form of constitution water in the
mineral crystal lattice structure), the mineral framework was destroyed and microcracks developed
in rock [17,42]. When the heating temperature reaches 573 ◦ C, low-temperature α quartz turns
into high-temperature β quartz, which is accompanied by a sudden volume expansion [7,43–45].
This transition results in severe derogation of the granite. During the heating process, due to differences
in the thermal expansion coefficients of different minerals, thermal stresses accumulate at granular
interfaces, even if the temperature field outside is uniform. This expansion mismatch primarily
contributes to the development of grain boundary microcracks [24,46]. During the cooling process,
granite specimens are placed in the flowing water, which induces the sudden variation of temperature
and results in the gradual formation of grain boundary microcracks and transgranular microcracks
among rock minerals. Water then invades the connected microcracks, resulting in new chemical
reactions in the minerals. Because the transition of quartz to β quartz is a reciprocal reaction, the granite
specimens experience repeated damage with an increasing number of thermal cycles.

Energies 2020, 13, 2136

16 of 18

Energies 2020, 13, x FOR PEER REVIEW

17 of 20

Figure23.
23.Mechanisms
Mechanisms of
of thermal
thermal damage
Figure
damage in
inheating
heatingand
andcooling.
cooling.

5. 5.
Conclusions
Conclusions
We
conducteda aset
setofofphysical
physicalexperiments
experiments to investigate
We
conducted
investigatethe
theeffect
effectofofcyclic
cyclicthermal
thermaltreatment
treatment
and
water
coolingon
onthe
thephysical
physicalcharacteristics
characteristics of granite. The
cycling
and
water
cooling
Theresults
resultsshow
showthat
thatthe
thethermal
thermal
cycling
has
a
significant
influence
on
the
physical
characteristics
(i.e.,
porosity,
permeability,
the
seismic
has a significant influence on the physical characteristics (i.e., porosity, permeability, the seismic
velocity).The
Theresults
resultscontribute
contributeto
to the
the fundamental
fundamental understanding
and
velocity).
understandingofofthe
theevolution
evolutionofofporosity
porosity
and
permeability
HDR
geothermalsystems.
systems.Qualitative
Qualitativeand
andquantitative
quantitativeanalyses
analysesof
ofCTS
CTSimages
images led
ledto
permeability
inin
HDR
geothermal
tofollowing
the following
conclusions:
the
conclusions:
Physical characteristics
characteristics changed
changed significantly
significantly after
(1)(1) Physical
after flowing
flowing water
watercooling
coolingatathigh
highheating
heating
temperatures
versus
the
number
of
thermal
cycles.
Pand
S-waves
reduced
with
the
of
temperatures versus the number of thermal cycles. P- and S-waves reduced with increase
the increase
thermal
cycles.
Porosity
did
not
change
substantially
at
heating
temperatures
of
less
than
400
of thermal cycles. Porosity did not change substantially at heating temperatures of less than
°C.◦ The permeability increased by four orders of magnitude compared to the samples without
400
C. The permeability increased by four orders of magnitude compared to the samples without
thermal treatment, which is susceptible than porosity.
thermal treatment, which is susceptible than porosity.
(2) Both grain boundary microcracks and transgranular microcracks were found. The primary effect
(2) Both grain boundary microcracks and transgranular microcracks were found. The primary effect
of heating was grain boundary cracking during the first thermal cycle. Increasing the number of
of heating was grain boundary cracking during the first thermal cycle. Increasing the number
thermal cycles, transgranular microcracks also developed in the rock. Both types of grain
ofboundary
thermal cycles,
transgranular
microcracks
also developed
rock.
Both network.
types of grain
microcracks
and transgranular
microcracks
coalescedin
tothe
form
a fracture
microcracks
and transgranular
microcracks
coalesced
to form
fracture
(3) boundary
Quantification
of the crack
morphology from
CTS images
indicated
thatathe
large network.
number of
(3) Quantification
of
the
crack
morphology
from
CTS
images
indicated
that
the
large number
microcracks that developed in the granite during high-temperature treatment changed
the rocksof
microcracks
that developed
in the
during
high-temperature
treatment
changed the rocks
physical properties.
The length
of granite
microcracks
increased
by one order
of magnitude.
physical properties. The length of microcracks increased by one order of magnitude.
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